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* Radial OTR Tyre L3/E3/G3
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= Apply to construction and mine area.
* Extra deep tread pattern provides super traction and wearing performance.

* Unigue tread compound supplies best abrasion resistance and chunking resistance properties.
* The 10km/h load capacity and inflation pressure is for slow speed service with single journey

distance up to 76m(250ft.).

* The 50km/h load capacity and inflation pressure is for haulage service with single journey distance

up to 4km(2.5m.).

’ LOAD INFLATED DIMENSIONS(MM) MAX LOAD CAPACITY(KG) INFLATION PRESSURE(KPA) Tread
TYRE SIZE R.i;f:ﬁ TREAD PATTERN INDEX sml;: TUWF - - - Depth
OUTER DIAMETER  SECTIONWIDTH  10KM/H S0KM/H TOKM/H SO0KM/H {mm)
* L3/E3/G3 176/157 L 1348 445 7100 4125 500 375 26.5
17.5R25 14.00/1.5
ok L3/E3/G3 182/167 oor T 1348 445 8500 5450 650 525 265
205R25 * L3/E3/G3 186/168 1700/20 TL 1493 521 9500 5600 500 375 32
*k L3/E3/G3 193177 TL 1493 521 11500 7300 650 525 32
g L3/E3/G3 195/176 T 1617 597 12150 7100 500 375 35
: 19,
AR ok L3/E3/G3 201/185 e TL 1617 597 14500 9250 650 525 35
* L3/E3/G3 202/184 TL 1750 673 15000 9000 500 375 40
26.5R25 22.00/3.0
ok L3/E3/G3 209/193 e L8 1750 673 18500 11500 650 525 40
205895 *: L3/E3/G3 208191 25 " T 1874 749 18000 10200 500 375 40
*k L3/E3/G3 216/200 T 1874 749 22400 14000 650 525 40
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* Radial Giant OTR Tyre E4
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* Wide section and bigger pattern lug provides better wear performance.

* Multi deeper grooves provides better heating release and excellent traction performance.
= Long servicing life.

* Available compounds: heat resistance; standard; cut resistance; ultra cutting resistance.

F- i o T8E INFLATED DIMENSIONS(MM) ~ MAXLOAD CAPACITY(KG)  INFLATION PRESSURE(KPA)  Tread

TYRE SIZE TREAD PATTERN : Depth

RATING INDEX SIZE TYPE  OQUTERDIAMETER SECTIONWIDTH  10KM/H 50KM/H 10KM/H 50KM/H {mm)
27.00R49 ok E4 240/223 1950/40 il 2690 740 45000 27250 800 650 68
33.00R51 i E4 253/235 2400/50 il 3030 920 65000 38750 800 650 78
37.00R57 ek E4 261/245 27.00/60 il 3438 1016 82500 51500 825 700 86
A40.00RS7 *k [ 268/250 29.00/6.0 it 3594 1097 100000 60000 825 700 86
46/90R5T  Hx E4 269/252 32.00/6.0 L 3560 1180 103000 63000 825 700 9%
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* Bias OTR Tyre L3/E3/G3

L4/E4/G4

* For earthmover application at lower speeds, for static loads and for industrial applications.
* Non-directional tread pattern design supplies the excellent traction, land grip and chunking

resistance performance,

= e A Tl ' E%Eﬁ»\g RIM TUBE INFLATED DIMENSIONS(MM) MAX LOAD CAPACITY(KG) INFLATION PRESSURE(KPA)
(MM) SR TPE GurRDWMETER  SECTIONWIDTH  10KM/H  SOKM/H 10KM/H SOKM/H
7.50-16 8 L3/E3 16 55 T 815 215 750 750 150 150
8.25-16 8 L3/E3 16 65 T 865 235 1530 1530 300 300
205/70-16 10 L1363 19 10.00G T 910 335 - 1600 P 280
16/70-16 10 L33 19 10,00G T 910 335 - 1600 - 280
14/90-16 10 383 16 70N T 882 270 1530 - 350 =
12.00-16 12 1363 17 6.50H T 890 255 1600 . 420 .
10 L3/E3/G3 26 13(5DC) T 1075 410 4240 2400 325 250
16/17-20 14 L3/E3/G3 26 13(SDC) T 1075 410 5150 2925 450 350
18 L3/E3/G3 26 13(5DC) T 1075 410 5800 3350 550 450
16/70-24 1216 1363 245 13/10 T 1190 410 3760 . 250 -
12 L3/E3 25 10 TT/TL 1370 375 6300 3350 425 275
16 L3/E3 25 10 TT/TL 1370 375 7300 4000 550 375
14.00-24 20 L3/E3 25 10 TT/IL 1370 375 8500 4625 700 475
24 383 25 10 TT/TL 1370 375 9500 5150 850 575
28 L3/E3 25 10 TT/TL 1370 375 10000 5600 925 650
20 L33 28 11.25/20 TT/TL 1495 430 9750 5450 550 400
16.00-24 24 1383 28 1125720 TI/TL 1495 430 10600 6000 650 475
28 363 28 11.2520 TT/TL 1495 430 11500 6700 750 575
16 L3/63/G3 30 1400/16 TT/TL 1350 445 7300 4250 475 300
175-25 20 L3/E3/G3 30 14.00/16 TT/TL 1350 445 8250 5000 575 400
16 L3/E3/G3 32 17.00/2.0 TI/TL 1490 520 8250 5450 350 275
— 20 13/E3/G3 32 17.00/2.0 TT/IL 1490 520 9500 6000 450 325
24 L3/E3/G3 32 17.00/2.0 TT/TL 1490 520 10300 6700 525 400
28 L3/E3/G3 32 17.00/2.0 TT/TL 1490 520 11500 7500 625 475
20 L3/E3/G3 36 1950/25 TT/TL 1615 595 10900 7300 375 300
335.25 24 L3/E3/G3 6 1950/25 TT/TL 1615 595 12500 8000 475 350
28 L3/E3/G3 36 1950/25 TT/TL 1615 595 13600 8750 550 400
20 L3/E3/G3 37 2200/30 TT/IL 1750 675 13200 8250 350 250
26525 28 L3/E3/G3 37 2200/3.0 TT/TL 1750 675 15500 10000 475 350
32 L3/E3/G3 37 22.00/3.0 TT/TL 1750 675 17000 11200 550 425
28 L3/E3/G3 I 2500/35 TT/TL 1875 750 15000 10000 325 250
295-25 32 L3/E3/G3 a2 25.00/35 TT/TL 1875 750 17500 11500 425 325
28 L4/E4/G4 61 25.00/35 TI/TL 1975 750 19000 12100 425 325
295-29 34 L4/E4/G4 61 25,00/4.0 TT/TL 1975 750 21200 14000 525 400
40 L4/E4/GA 61 25.00/4.0 TT/TL 1975 750 23600 15000 625 475




For more information pls contact:

HAWK TYRE INTERNATIONAL LIMITED

Tel: +86-532-55578038 /55578039

Email: info@hawktyre.com
Website: www.hawktyre.com




